
HIVERT-Y(T)VF Series AFE MV Drives  

(6kV-10kV) 250kW-12500kW/315-16000kVA 

 

 

The HIVERT vector type VFD has the existing 6kV and 10kV grade standard products, 

and other non-standard voltage grade products can be customized according to the 

user's requirements. 

Rated capacity 250～12500kW/315～16000kVA※ 
Rated input voltage 6kV/10kV  -20%~+5%※ 
Rated frequency 50Hz/60Hz（－10%～＋10%）※ 
Modulation technique vector control + Space vector control 
Control power 3-phase 380V AC , 1-5kVA( depending on the Power   Level) 
Input power factor > 0.96 
Efficiency >0.98 inverter section; >0.96 including   transformer 
Output frequency range 0Hz~80 Hz※ 
Frequency resolution 0.01 Hz (0 Hz~80 Hz) 
Instantaneous over-current protection 150 % protects immediately (or customized) 
Overload capability 120% 2 minutes 
Current limit protection 10%~150% setting 

Analog input Two loops 4~20mA 
Analog output Four loops 4~20mA 
Host communication Isolated RS485,Modbus RTU built-in, Profibus DP/Ethernet   IP 

optional 
Acceleration and deceleration time 5s～1600s (load dependant) 
Inputs and outputs 12 inputs /9 outputs (extendable) 
Environment temperature -5 to +45 ℃※ 
Storage/transportation temperature -40 to +70 ℃※ 
Cooling Forced air cooling 
Humidity < 95%, non-condensing※ 
Altitude <1000m, when altitude is higher than 1000m,   each 100 meter 

derates VFD by 1% 
Dust Non-conductive, no causticity，＜6.5mg/dm３※ 
Protection level IP30※ 
Cabinet color RAL 7032 (customized) 

 ※ Beyond the scope of above data, please consult Hiconics Eco-energy Technology Co., Ltd. 

 


